PERFORMANCE MEASURES

10-METER BORE SIGHT 

NAME: _______________________

UNIT: ________________________

MOUNTING SLOT: ____________

WINDAGE/ELEVATION SETTING: __________________________________

	
	GO
	NO-GO
	RETEST

	1. Selects appropriate 10-meter off set target.

    2.   Measures 10- meters from muzzle of weapon.

3. Stabilizes weapon.

4. Stabilizes and levels 10-meter target offset.

5. Zeroes bore light.

6. Bore sights LTWS to weapon.

7. Bore sights MILES laser to weapon.

8. Checks ALL aiming devices for alignment.


	
	
	

	Comments:

Instructor:                                                                                           Date:









NAME: ____________________________







WEAPON: _________________________








MOUNTING SLOT: _________________

SCENARIO # 1: Place LTWS into Normal FOV, choose appropriate reticle for weapon, set polarity to black hot, place LTWS into emergency mode, zero-zero on windage/elevation.

SCENARIO # 2: Place LTWS into zoom, choose appropriate reticle for weapon, set polarity to white hot, zero-zero on windage and elevation, take LTWS out of zoom.

SCENARIO # 3: Place LTWS into Normal FOV, choose appropriate reticle for weapon, set polarity to black hot, zero-zero on windage and elevation, place LTWS into zoom and emergency, take LTWS out of auto contrast and make adjustments until clear sight picture is obtained.

PERFORMANCE MEASURES

Place LTWS into operation.

   GO         NO-GO

	
	
	1.  Removes LTWS from carrying case.

	
	
	2. Removes battery pack from carrying case and installs batteries

	
	
	3.   Installs battery pack into LTWS 

	
	
	4.   Turns LTWS on.

	
	
	5.   Focuses Raster display

	
	
	6.   Ensures weapon is on safe

	
	
	7.   Removes carrying handle. M16A1/A2 installs mounting bracket

	
	
	 8.   Loosens Torque limiting knob

	
	
	 9.   Select slot on weapon

	
	
	10.Place LTWS rail grabber completely on picatinny mounting rail

(SME record mounting slot)

	
	
	 11. Tighten Torque knob until two clicks are heard

	
	
	 12. Waits for 2 minute warm up period to end

	
	
	 13. Selects Normal FOV or Electronic Zoom

	
	
	 14. Acquires a target

	
	
	 15. Focuses Objective Focus Ring

	
	
	 16. Adjust contrast and brightness

	
	
	 17. Makes adjustments to LTWS IAW given scenario

	
	
	 18. Locates 25-meter target and makes adjustments until detects heat 

       source and establishes a clear sight picture.

	SME:  Once soldier has acquired a good sight picture and can detect heat source on a 25-meter 

           target, SME have soldier move.   SME look through the LTWS and establish if soldier

           has applied scenario given and can detect heat source on 25- meter target and has a clear  

           sight picture


PERFORMANCE MEASURES

  GO         NO-GO

	
	
	   19. Place LTWS into emergency mode

	
	
	   20. Place LTWS into Black Hot/White Hot

	
	
	   21. Place LTWS into AUTO contrast

	
	
	   22. Take LTWS out of Auto contrast and adjust

	
	
	   23. Place LTWS on 000.0L and 000.0U

	
	
	   24. Place LTWS into Zoom/Normal FOV


TAKE LTWS OUT OF OPERATION

   GO         NO-GO

	
	
	   25. Turns LTWS off and closes lens cover

	
	
	   26. Loosens Torque limiting knob

	
	
	   27. Remove LTWS from weapon

	
	
	   28. Retightens Torque limiting knob and clicks twice

	
	
	   29. Places carrying handle back on weapon. (M16A1/A2 removes

         mounting bracket) 

	
	
	   30. Removes battery pack from battery well

	
	
	   31 Places LTWS back into carrying case and attaches Velcro attach

         strap

	
	
	   32 Zips carrying case closed

	
	
	   33 Returns battery pack into battery pouch on front of carrying case


