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APPENDIX G

10-METER TARGET OFFSETS

AND 25-METER ZERO OFFSETS

This section provides the 10-meter target offsets and the 25-meter zero offsets for the M16‑/M4‑series weapons mounted with iron sights, optics, MILES, or aiming lasers. A blank reproducible 10-meter target offset is provided and an example of each weapon configuration (Figures G‑2 through G-6, page G‑2 through G-4). The M16A2 300‑meter zero target will be used for 25‑meter zeroing with all weapon configurations.

To mark the proper 10-meter target offsets(
· Find the correct template for your weapon configuration.

· Count the number of squares starting from center of the borelight circle on the offset to the desired point of aim. Each template also provides a number formula for the proper offset. Example (L2.0, U2.4): Starting from the center of the borelight circle (0.0, 0.0) move LEFT 2 squares and UP 2.4 squares.

· Place the appropriate symbol or mark (Figure G-1).

To mark the proper 25-meter zero offset(
· Use only a M16A2 300-meter zero target.

· Find the correct target template for the weapon configuration.

· Count the number of squares starting from the center of the 300-meter zeroing silhouette.

· Mark the designated strike point by drawing a small circle at the appropriate number of squares from the center of the 300-meter zeroing silhouette.

· Draw a 4-centimeter by 4-centimeter square keeping the designated strike point at the center.

To reproduce the 10-meter target offset, copy the blank 10-meter target offset and place the example of the weapon being used on the back. This reproducible copy can be laminated and used repeatedly. Table G-1 (page G-5) provides offset mounting information for various weapon configurations.


Figure G-1. 10-meter target offset symbols.


Figure G-2. Blank reproducible 10-meter boresight target.
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ZERD TARGET DAT FOR WIERNNEAd RIFLE
1. FOR ZEROINGAT 25 METERS, ROTATE THE REAR SIGHT ELEVATION KNOE T0 THE 300 METER SETTING. THEN

CLOCKWISE (UP) ONE CLICK PAST THE 300 METER SETTING FOR HIEA2 RIFLE, CLOCKWISE (UF)TWO CLICKS
PRSTTHE 200 NETER SETTING FOR THE W6 RIFLE

2 AIM AT TARGET CENTER. ADUUST SIGHTS TO NOVE SHOT GROUP CENTER 45 CLOSEAS POSSIBLETO THE
WHITE DOT N THE CENTER OF TARGET.
3 AFTER CONPLETING THE 25 METER ZERD, ROTATE THE REAR SIGHT ELEVATION KNOE COUNTER.CLOCKWISE

(DOWNJONE CLICK TO THE 300 WETER SETTING FOR THE NIGA2 RIFLE, DOWN TWO CLICKS T0 THE 300 NETER
SETTING FOR THE MIEA RIFLE. THE WEAPON WILL BE ZERUED FOR 300 NETERS




Figure G-3. M16A2 10-meter boresight target/25-meter zeroing target offsets.
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ZERD TARGET DAT FOR WIERNNEAd RIFLE
1. FOR ZEROINGAT 25 METERS, ROTATE THE REAR SIGHT ELEVATION KNOE T0 THE 300 METER SETTING. THEN

CLOCKWISE (UP) ONE CLICK PAST THE 300 METER SETTING FOR HIEA2 RIFLE, CLOCKWISE (UF)TWO CLICKS
PRSTTHE 200 NETER SETTING FOR THE W6 RIFLE

2 AIM AT TARGET CENTER. ADUUST SIGHTS TO NOVE SHOT GROUP CENTER 45 CLOSEAS POSSIBLETO THE
WHITE DOT N THE CENTER OF TARGET.
3 AFTER CONPLETING THE 25 METER ZERD, ROTATE THE REAR SIGHT ELEVATION KNOE COUNTER.CLOCKWISE

(DOWNJONE CLICK TO THE 300 WETER SETTING FOR THE NIGA2 RIFLE, DOWN TWO CLICKS T0 THE 300 NETER
SETTING FOR THE MIEA RIFLE. THE WEAPON WILL BE ZERUED FOR 300 NETERS




Figure G-4. M4/M4A1 10-meter boresight target/25-meter zeroing target offsets.
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ZERD TARGET DAT FOR WIERNNEAd RIFLE

1. FOR ZEROINGAT 25 METERS, ROTATE THE REAR SIGHT ELEVATION KNOE T0 THE 300 METER SETTING. THEN
CLOCKWISE (UP) ONE CLICK PAST THE 300 METER SETTING FOR HIEA2 RIFLE, CLOCKWISE (UF)TWO CLICKS
PRSTTHE 200 NETER SETTING FOR THE W6 RIFLE

2 AIM AT TARGET CENTER. ADUUST SIGHTS TO NOVE SHOT GROUP CENTER 45 CLOSEAS POSSIBLETO THE
WHITE DOT N THE CENTER OF TARGET.

3 AFTER CONPLETING THE 25 METER ZERD, ROTATE THE REAR SIGHT ELEVATION KNOE COUNTER.CLOCKWISE
(DOWNJONE CLICK TO THE 300 WETER SETTING FOR THE NIGA2 RIFLE, DOWN TWO CLICKS T0 THE 300 NETER
SETTING FOR THE MIEA RIFLE. THE WEAPON WILL BE ZERUED FOR 300 NETERS




Figure G-5. M4 MWS 10-meter boresight target/25-meter zeroing target offsets.

[image: image7.jpg]10 Meter Boresight Tgt-AN/PAQ-4B/C Mtd on M16 MWS Using
AN/PAQ-4B/C Spacer and Picatinny Rail Grabber on Left Side Rail

[~ MILES LASER
120, U0
Laser Bore
AN/PAQ-4B/C
ing Laser
0.0
[ L6.03,04.25

10 Meter Bore Sight Target for 300m Zero
(13 Dec 99)

US Army ARDEC
AMSTA-AR-CCL.A
AMSTA-ARFSFR
Picatinny Arsenal, NJ 07806

Grids are 1cm wide by 1¢m high. Units must locally manufacture.



                                    [image: image8.jpg]M16A4 MWS with AN/PAQ-4 mounted on left side
rail with Bracket Assembly
25 METER ZEROING TARGET
MIGA2/M1GAL :
27 2421181512 9 6 3 0 3 6 9 12 15 18121 24 27

" 10
oesenaTeD
s et e
fired Oesionaten
7 wibase ——Sroice S !
! 6
TS
s[5 81BLOCKS oA 5
4 | eror 8 rrowr { 4
ot ] e
: | [ | : 3
: P | 2
: R H-. '
: [ o
° [ W 1
3 -.-= 2
: ] ;
=
SooNETERS
« [E3 o .
5 | enor tron | 5
ot ol
s 6
2 A ZEROED FOR 0 z
N o 300 METERS REan &
fired ol
9 whibhbe whibe ]
10 L1 L1 10

272021181512 9 6 3 0 3 6 9 121518 21 24 27

ZERD TARGET DAT FOR WIERNNEAd RIFLE
1. FOR ZEROINGAT 25 METERS, ROTATE THE REAR SIGHT ELEVATION KNOE T0 THE 300 METER SETTING. THEN

CLOCKWISE (UP) ONE CLICK PAST THE 300 METER SETTING FOR HIEA2 RIFLE, CLOCKWISE (UF)TWO CLICKS
PRSTTHE 200 NETER SETTING FOR THE W6 RIFLE

2 AIM AT TARGET CENTER. ADUUST SIGHTS TO NOVE SHOT GROUP CENTER 45 CLOSEAS POSSIBLETO THE
WHITE DOT N THE CENTER OF TARGET.
3 AFTER CONPLETING THE 25 METER ZERD, ROTATE THE REAR SIGHT ELEVATION KNOE COUNTER.CLOCKWISE

(DOWNJONE CLICK TO THE 300 WETER SETTING FOR THE NIGA2 RIFLE, DOWN TWO CLICKS T0 THE 300 NETER
SETTING FOR THE MIEA RIFLE. THE WEAPON WILL BE ZERUED FOR 300 NETERS




Figure G-6. 10-meter boresight target/25-meter zeroing target offsets.



Weapon
Accessory
Rail

Grabber
Mount
Location
Range To Zero 
Zero Offset
Boresight Target 
MILES Offset

M16A2
Iron sight
N/A
N/A
N/A
300m
0.0

0.0
0.0

4.2U
2.0L 0.9U

M16A2
M68
N/A
M68 gooseneck bracket
Carrying handle
300m
0.0’0.0
0.0

5.2U
2.0L

2.4U

M16A2
LTWS
TWS
TWS bracket assembly
Carrying handle
300m
0.0

10D
0.0

13.4U
2.0L 2.4U

M16A2
TWS
N/A
TWS bracket assembly
Carrying handle
300m
0.0

8.1D
0.0

11.5U
2.0L

2.4U

M16A2
AN/PVS-4
N/A
AN/PVS-4 mounting knob
Carrying handle
300m
0.0

7.0D
0.0

9.4U
2.0L 0.9U

M16A2
AN/PAQ-4B/C
N/A
M4/M16 bracket
Hand guards
300m
1.5R

0.5U
1.85L

2.54U
2.0L

0.9U

M16A2
AN/PEQ-2A
N/A
M4/M16 bracket
Hand guards
300m
1.5L

0.5U
1.8R

2.4U
2.0L 0.9U

M16/M203
AN/PAQ-4B/C
N/A
Spacer and AN/PVS-4 mounting knob
Carrying handle
300m
1.85R

2.6D
1.85L

8.6U
2.0L 3.9U

M16/M203
AN/PVS-4
N/A
AN/PVS-4 mounting bracket assembly
Carrying handle
300m
4.2R

9.8D
TBD
2.0L 0.9U

M4/M4A1
BIS
N/A
N/A
Upper receiver
300m
0.0

0.0
0.0

4.01U
2.0L 0.9U

M4/M4A1
AN/PAQ-4B/C
N/A
M4/M16 bracket 
Hand guards
300m
1.5R

2.5U
1.85L

2.54U
2.0L 0.9U

M4/M4A1
LTWS
TWS
N/A
Upper receiver
300m
0.0

4.5D
0.0

7.9U
TBD

M4/M4A1
TWS
Picatinny
TWS spacer and rail grabber
Upper receiver
300m
0.0

5.7D
0.0

9.4U
2.0L

2.4U

M4/M4A1
AN/PEQ-2A
N/A
M4/M16 bracket 
Hand guards
300m
1.0L

0.3U
1.8R

2.4U
2.0L 0.9U

M4/M4A1
AN/PVS-4
Picatinny
Spacer and rail grabber
Upper receiver
300m
0.0

3.4D
0.0

7.6U
2.0L 0.9U

M4/M4A1
M68
M68
Half-moon spacer
Upper receiver
300m
0.0

0.0
0.0

5.63U
2.0L 2.4U

M4/M203
BIS
N/A
N/A
Upper receiver
300m
0.0

0.0
0.0

6.01U
2.0L

0.9U

M4/M203
AN/PAQ-4B/C
N/A
Spacer and AN/PVS-4 mounting knob
Carrying handle
300m
1.3R

1.9D
1.85L

8.6U
2.0L 0.9U

M4/M203
AN/PVS-4
Picatinny
Spacer and rail grabber
Upper receiver
300m
0.0

3.4D
0.0

9.6U
2.0L 3.9U

M4 MWS
BIS
N/A
N/A
Upper receiver
300m
0.0

0.0
0.0

4.01U
2.0L

0.9U

M4 MWS
AN/PVS-4
Picatinny
Spacer and rail grabber
Upper receiver
300m
0.0

3.4D
0.0

7.6U
2.0L 0.9U

M4 MWS
LTWS
TWS
N/A
Upper receiver
300m
0.0

4.5D
0.0

7.9U
2.0L

2.4U

M4 MWS
TWS
TWS
Spacer
Upper receiver
300m
0.0

5.7D
0.0

9.4U
2.0L

2.4U

M4 MWS
ANPEQ-2A
Insight
N/A
Left
300m
TBD
4.5L

1.0D
2.0L 0.9U

M4 MWS
AN/PEQ-2A
Insight
N/A
Right
300m
N/A
5.5R

5.4D
2.0L

0.9U

M4 MWS
AN/PEQ-2A
Insight
N/A
Top
300m
1.5L

0.5D
2.9R

2.3U
2.0L

0.9U

Table G-1. Offset mounting.

Weapon
Accessory
Rail

Grabber
Mount
Location
Range To Zero 
Zero Offset
Boresight Target 
MILES Offset

M4 MWS
ANPEQ-2A
Picatinny
Spacer
Top
300m
N/A
1.95R

4.1U
2.0L

0.9U

M4 MWS
AN/PEQ-2A
Picatinny
Spacer
Right
300m
N/A
6.35R

4.4D
2.0L

0.9U

M4 MWS
AN/PEQ-2A
Picatinny
Spacer
Left
300m
6.9R

2.0U
6.2L

0.60D
2.0L

0.9U

M4MWS
AN/PEQ-2A
Insight
Training adapter
Top
300m
2.0L

1.5D
N/A
2.0L

0.9U

M4 MWS
AN/PAQ-4B/C
Picatinny
AN/PAQ-4B/C bracket adapter
Top
300m
4.9R

6.1U
1.75L

3.9U
2.0L

0.9U

M4 MWS
AN/PAQ-4B/C
Picatinny
AN/PAQ-4B/C bracket adapter (spacer)
Right
300m
N/A
6.9R

0.9D
2.0L

0.9U

M4 MWS
AN/PAQ-4B/C
Insight
N/A
Top
300m
N/A
1.75L

2.15U
2.0L

0.9U

M4MWS
AN/PAQ-4B/C
Insight
N/A
Right
300m
N/A
4.35R

0.65D
2.0L

0.9U

M4MWS
AN/PAQ-4B/C
Insight
N/A
Left
300m
N/A
4.30L

4.25D
2.0L

0.9U

M4 MWS M203
BIS
N/A
N/A
Upper receiver
300m
0.0

0.0
0.0

6.01U
2.0L

0.9U

M4 MWS M203
AN/PAQ-4B/C
Picatinny
Bracket adapter (spacer
Left
300m
4.9R

6.1U
6.0L

4.0D
2.0L 3.9U

M4 MWS M203
AN/PVS-4
Picatinny
Spacer
Upper receiver
300m
0.0

3.4D
0.0

9.6U
2.0L 3.9U

M16A4 MWS
BIS
N/A
N/A
Upper receiver
300m
0.0

0.0
0.0

4.01U
2.0L

0.9U

M16A4 MWS
AN/PAQ-4B/C
Picatinny
AN/PAQ-4B/C bracket adapter (spacer)
Left
300m
6.5R

8.1U
6.03L

4.25D
2.0L 0.9U

M16A4 MWS
TWS
TWs
Spacer
Upper receiver
300m
0.0

6.0D
0.0

9.4U
2.0L 2.4U

M16A4 MWS
M68
M68
N/A
Upper receiver
300m
0.0

0.0
0.0

5.63U
2.0L 2.4U

M16A4 MWS
AN/PEQ-2A
Insight
N/A
Left
300m
3.0R

3.0U
4.5L

1.0D
2.0L 0.9U

M16A4 MWS
AN/PVS-4
Picatinny
Spacer
Upper receiver
300m
0.0

4.6D
0.0

7.6U
2.0L 0.9U

M16A4 MWS

M203 
BIS
N/A
N/A
Upper receiver
300m
0.0

0.0
0.0

6.01U
2.0L

0.9U

M16A4 MWS

M203 
AN/PAQ-4B/C
Picatinny
AN/PAQ-4B/C bracket adapter (spacer
Left
300m
6.5R

8.1U
6.0L

4.0D
2.0L 3.9U

M16A4 MWS

M203 
AN/PVS-4
Picatinny
Spacer
Upper receiver
300m
0.0

4.6D
0.0

9.6U
2.0L 3.9U

M16A4 MWS
AN/PEQ-2A
Picatinny
Spacer
Left
300m
6.0R

2.0U
6.2L

0.60D
2.0L 0.9U

M16A4 MWS
AN/PEQ-2A
Picatinny
Spacer
Right
300m
TBD
6.35R

4.4D
2.0L 0.9U

M16A4 MWS
AN/PEQ-2A
Picatinny
Spacer
Top
300m
TBD
1.95R

4.1U
2.0L 0.9U

M16A4 MWS
AN/PEQ-2A
Insight
N/A
Right
300m
TBD
5.5R

5.4 D
2.0L 0.9U

M16A4 MWS
AN/PEQ-2A
Insight
N/A
Top
300m
1.5L

0.5D
2.0R

2.3U
2.0L 0.9U

M16A4 MWS
AN/PEQ-2A
Insight
Training adapter
Top
300m
2.0L

1.5D
TBD
2.0L 0.9D

Table G-1. Offset mounting (continued).

Weapon
Accessory
Rail

Grabber
Mount
Location
Range To Zero 
Zero Offset
Boresight Target 
MILES Offset

M16A4 MWS
AN/PAQ-4B/C
Picatinny
AN/PAQ-4B/C bracket adapter
Top
300m
4.9R

6.1U
1.75L

3.9U
2.0L 0.9U

M16A4 MWS
AN/PAQ-4B/C
Picatinny
AN/PAC-4B/C bracket adapter 
Right
300m
N/A
6.0R

0.9D
2.0L 0.9U

M16A4 MWS
AN/PAQ-4B/C
Insight
N/A
Top
300m
N/A
1.75L

2.15U
2.0L

0.9U

M16A4 MWS
AN/PAQ-4B/C
Insight
N/A
Right
300m
N/A
4.35R

0.65D
2.0L

0.9U

M16A4 MWS
AN/PAQ-4B/C
Insight
N/A
Left
300m
N/A
4.30L

4.25D
2.0L

0.9U

Table G-1. Offset mounting (continued).

NOTE:
Target offsets not yet developed are indicated by TBD (to be developed).
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